Electric boilers

Most important advantages
E K P L N 2 M Cent_ral Heating

Electric boiler with weather co

pump
with a capacity of 6 L

While providing D.H.W - energy class A

Preview of inlet and outlet water temperature, flow rate and currently
selected power

Possibility to reheat pre-heated water - supply water temperature max.

up to 60°C
Dimensions
Combi boiler for central heating |
and domestic hot water
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Technical data
Product code Rated power Rated voltage PressurE:MCr.}g).fD.H.W. Rated electricz:([q\cj\nergy demand Minimal wiEergni(?ss—sectiorm Emdﬁ?r?n};n.)go C
EKPLN2M-11 | 11KW 280~ | 005-03/01-10 | 52,2 3x16 53
EKPLN2M-13 132 kW 230V~ 0,05-0,3/0,1-10 57,5 3x16 63
EKPLN2M-18 18 kw 400V3~ |  005-03/01-10 3% 263 5x 4 87
EKPLN2M-24 24 kW 400V 3~ 0,05-0,3/0,1-1,0 3x3456 5x6 116

* Detailed warranty conditions are described in the warranty card

' KOSPEL



* X %
. |ENERG 9@
* *

eHeprus - EVEPYELA G@

QO KOSPEL EKP.LN2M-11

811/2013




_
* *

* *

* 4 * eHepruna - eVvepyela G @

Q' KOSPEL EKP.LN2M-13

811/2013




* X %
. |ENERG 9@
* *

eHeprus - EVEPYELA G@

Q' KOSPEL EKP.LN2M-18

811/2013




* X %
. |ENERG 9@
* *

eHepruna - eVvepyela G@

Q' KOSPEL EKP.LN2M-24

811/2013




